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Product:   FAST Survey 

Subject:  FAST Survey 2.3.2.2 Firmware Release  

Number:   

 

Introduction:   

 

The FAST Survey 2.3.2.2 application software is a no-cost update for the Allegro CX and 

MobileMapper CX controllers. 

It is a major release of FAST Survey that greatly improves the user experience, adds color and 

icons, and is the only version that works with the ProMark 500. 

The version 2.3.2.2 allows using the GPRS features of the ProMark500. 

This version of software should be used with operating system version 5.22 for the 

MobileMapper CX.  The OS is available for free download from ftp.magellangps.com in the 

following folder:  

- Mobile Mapping/MobileMapper CX/Firmware/ 

 

 

Upgrade procedure 

 
The upgrade procedure is as follows for MM CX: 

 

1. Go to the ftp.magellangps.com FTP site to the folder /Land Survey/FAST 
Survey/Software/FAST Survey V2.3.2.2 and download to your personal computer 

(PC) the FASTSurvey_MobileMapperCX.exe file corresponding to the language you 

want to install. The English version is named FASTSurvey_MobileMapperCX.exe.  

All other languages follow the naming format 

FASTSurvey_MobileMapperCX_XXX.exe where XXX is an abbreviation of the 

language. For example, the version for German is 

FASTSurvey_MobileMapperCX_GER.exe  

2. Establish an Active Synch connection between your PC and the MM CX. Execute the 
FASTSurvey_MobileMapperCX.exe file.  Chose to install the program on the MM CX 

in the location My Device. 

 

The upgrade procedure is as follows for Allegro CX: 

1. Go to the ftp.magellangps.com FTP site to the folder /Land Survey/FAST 
Survey/Software/FAST Survey V2.3.2.2 and download to your personal computer 

(PC) the FASTSurvey_AllegroCX.exe file corresponding to the language you want to 

install. The English version is named FASTSurvey_AllegroCX.exe.  All other 

languages follow the naming format FASTSurvey_AllegroCX_XXX.exe where XXX 

is an abbreviation of the language. For example, the version for German is 

FASTSurvey_AllegroCX_GER.exe  
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2. Establish an Active Synch connection between your PC and the Allegro CX. Execute 
the FASTSurvey_AllegroCX.exe file.  Chose to install the program on the Allegro CX 

in the location My Device. 

 

 

Registering as a FAST Survey User 

 

The first time you start FAST Survey, you will be prompted to register your license of the 

software. If you do not register, FAST Survey will remain in demo mode, limiting each job 

file to a maximum of 30 points. 

How to Register 

FAST Survey registration is done via the Internet at the following address: Magellan FAST 

Survey Registration 

(http://update.carlsonsw.com/decode_xml.php?reg_type=dc&prod_name=Magellan%
20Fast%20Survey).   
You will be required to enter: 

 

Open FAST Survey on the handheld device and navigate to the EQUIP tab and then to the 

About FAST Survey choice.  Select “Change Registration” 

 

•  Your company name 

•  Your phone number 

•  Your email address 

•  Your FAST Survey serial number 

 Hardware ID Number 1 

 Hardware ID Number 2 

•  The registration code that the program will generate. 

After you submit this information, your change key will be displayed and emailed to the 

address that you submit. Keep this for your permanent records. 

If you do not have access to the Internet, you may fax the above information to (+1) 606-564-

9525. Your registration information will be faxed back to you within 48 hours. During this 

time, you may continue to use the program but with the 30-point restriction. After you receive 

your Change Key, enter it and tap OK. You can then create a new FAST Survey job, as 

explained further. 

Saving your registration in the Field Terminal  

 

After you register FAST Survey on an Allegro CX, you may need to perform a RAM backup 

or a System Save to be sure your authorization code will not be lost the next time the field 

terminal reboots. If you cannot find this option on your Start menu, then open the Control 

Panel and choose RAM backup. 

 

With a Magellan MobileMapper CX, the code is automatically and safely saved at the end of 

the registration procedure (no extra save operation is required). 

 

Languages Supported 
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English, Chinese, Czech, Dutch, Finnish, French, German, Greek, Hungarian, Italian, Polish, 

Portuguese, Spanish, Swedish, Turkish 

 

New features 

 

1. Modem GPRS 
2. NTRIP connection 
3. Direct IP connection (TCP/IP and UDP/IP) 
4. Direct IP connection to SpiderNet with authentication 
5. Direct IP connection at the base to send differential data to a server 
6. Z-Xtreme is now supported 
7. The internal radio is automatically turned off when start a connection with the GPRS 
modem 

8. The IP connection is automatically stopped when you configure the rover with the 
internal radio 

9. The NAP100 was added to antenna list 
10. The following special keys are now available on the Mobile Mapper CX: 

a. In/Out: zoom in and zoom out in Survey and Map screens 
b. NAV: displays the monitor/skyplot 
c. LOG: store a points in Survey screens 
d. MENU: from main menu, displays the Map screen 
e. MENU: from Survey and Map screens, go back to main menu 
f. Numerical keypad: from main menu, same actions as pressing the button with 
the corresponding number 

 

Resolved Problems/Improvements 

 

1. Monitor/skyplot, satellite view: the satellite number of the last bar is now displayed 
2. From the map view, when you edit the list of points and edit one of them to modify 
description, the list is now updated properly. 

3. On the Allegro CX, the Bluetooth driver ‘Socket’ is now available. 
4. At the base, when you select RTCM2.3 and the radio Magellan, the rate of the 
messages 18 and 19 are now 2 seconds. 

5. FAST Survey ask if you want to connect the last device when it starts. 
6. The options of the ProMark500 are displayed with the firmware version, when you 
press  in GPS Rover or GPS Base. 

7. The year is now correct the screen ‘About FAST Survey’. 
8. When you want to delete a G-File which is in use, Fast Survey displays a error 
message and does not delete the file. 

9. The dates are now correct in the file manager (Log Raw GPS). 
10. There was error when reprocessing the raw file with ntf-grid. Now it works properly. 
11. With the ZMAX, the Rx and Tx frequencies are now visible when you configure the 
UHF receiver or the UHF transmitter. 

12. When you store point with offset, the support points are now named P1 and P2 on the 
map (before the name was the same for these both points). 

13. The useless field ‘Base ID’ was removed from the screen GPS Rover/tab RTK when 
you configure a ZMAX 
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14. The useless buttons ‘Configure’ was removed from the screen GPS Rover/tab RTK 
when you configure a ZMAX 

15. When you tag a new site (Log Raw GPS), lowercase and uppercase are allowed 
16. Antenna list: Thales was replaced by Magellan Navigation 
17. It was not possible to configure the modem of ZMAX. Now it works properly. 
18. A wrong dynamic occupation was recorded in the G-File when closing the G-File, so 
that static files were detected as dynamic files by GNSS Solutions. The wrong 

occupation is not recorded anymore. 

 

 
 

Recommendations 

 


